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Question Paper Specific Instructions

Please read each of the following instructions carefully before attempting questions :
There are EIGHT questions divided in TWO SECTIONS and printed both in HINDI and
in ENGLISH.

Candidate has to attempt FIVE questions in all.

Questions no. 1 and § are compulsory and out of the remaining, any THREE are to be
attempted choosing at least ONE question from each section.

The number of marks carried by a question /part is indicated against it.

Answers must be written in the medium authorized in the Admission Certificate which
must be stated clearly on the cover of this Question-cum-Answer (QCA) Booklet in the space
provided. No marks will be given for answers written in a medium other than the
authorized one.

Wherever any assumptions are made for answering a question, they must be clearly
indicated.

Diagrams/ Figures, wherever required, shall be drawn in the space provided for answering
the question itself.

Unless otherwise mentioned, symbols and notations carry their usual standard meanings.
Attempts of questions shall be counted in sequential order. Unless struck off, attempt of a
question shall be counted even if attempted partly. Any page or portion of the page left
blank in the Question-cum-Answer Booklet must be clearly struck off.
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Q1.

(a)

(b)

WUs A
SECTION A

TH T (hdicllarn) o FealtR o & Th g9 & TH-AYS 9 F &9 A }
S 6 e fox § femmn T @ it 3uSk g R W Sl yw P e @ |
a% R w Fwtm ot dfvw forumm wra Hifte, Il st ggar @
(FArefiaR) o <t gl s U R |

A cantilever beam is in the form of a quarter of a circle in vertical plane
and is subjected to a vertical load P at its free end as shown in the figure
below. Find the vertical and horizontal displacements at the free end, if
flexural rigidity is same throughout the length of cantilever.

P

yafera wibe wshie (3m.H.d.) s=st h dimra orereen Afirwmear & fog
HI H FREA F FAIAR AW F Hhe, Tg TG T TGRS
(HYSD) 391d % fore sifirmmafore wftea-fosfa a6 ot wwfie wi &6t guifa
TR AR

Draw characteristic stress-strain curve for concrete, mild steel and

HYSD steel in flexure giving all relevant values as per codal
recommendations for limit state design of RCC structures.
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(@ o W <, 5&% 100 mm i€t T8 10 mm W, H e i e A wh
ufts § Torend ait 4.6 % AT Sieel I YA H ST T 7 | TAF dled H
=M 16 mm & T W 1 =T a7 T 410 N/mm?2 8 | g H &l
1 qieer hifve I wie o § 8 | Hiwra oraeen gisean &1 S il |
Ted : TUTgH I 4-6 % Wil o Y £y = 400 N/mm2.

Two steel plates, each 100 mm wide and 10 mm thick are connected
together by a lap joint using a single row of three bolts, along width, of
property class 4-6. The diameter of each bolt is 16 mm and the ultimate
tensile strength of steel plates is 410 N/mm?2. Calculate the efficiency of
the joint if the plates are in tension. Use limit state procedure.

Given : f,}, = 400 N/mm?2 for bolts of property class 4-6. 10

d @ FAR aa gagl % = F 1-5 cm = FqUa I fIfE =@ 09 W
Tifdeh TIFAT 20 Ns/m2 % TH dd § W T 8 | T 1:0m x 1-0 m x 0-1 cm
A 3K 20 N 4R Tl °rg 6 =i A0 & 7 A W § | IR = @b
0-1 m/s % FId A7 @ I8/ AT B, A AEIIS FA T i |

A 1-5 cm wide gap between two vertical plane surfaces is filled with an
oil of specific gravity 0-9 and dynamic viscosity 2-0 Ns/m2. A metal plate
1:0 m x 1:0 m x 0-1 cm thick and weighing 20 N is placed midway in the
gap. Find the force required if the plate is to be lifted up with a constant
velocity of 0-1 m/s. 10

(e) &mw@ﬁ e Th Sk @ % &R A TH T H GIE B A R | gE
wﬁﬁsagcrm%qaqa%aﬁﬁwﬁﬁmuﬁ 2-7 9T | T§ Hl 6:3 m
TR O @il 9T 2 | T3 % qal & Lorfienr (S siafent S U % )
3 ¥ H W FAUYF QAR H1 HE B ATl TG HI =G H AEA B
e w1 foly forn man | oew @i fufy (s +divm) & fog =i 6t
qIse 61 AEvaS =aH TeUd %1 fuior fifke | e e I e g1, 3l
H13 B, F Y HINT | I F Teheb YR 9-81 kN/m3 1 30T Hifdr |

A pit is to be excavated in a fine sand stratum completely saturated up
to the ground surface. The void ratio of the soil was 0-5 and specific
gravity of soil solids is 2-7. The pit is to be dug to a depth of 6:3 m. To
stabilise the bottom of the excavation (to prevent sand boiling) it is
decided to drive steel sheet piles to act as cut-off walls that encircle the
excavation. Determine the minimum depth of sheet piling required for
an impending quick condition. Derive the formula, if any, used. Use unit
weight of water as 9-81 kN/m3. 10
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Q2.

(a)

(b)

(c)

2 = # quiE 7§ F ¥ s/@¥E GE, GC @ BC & =« 7@ Hifdrw | i

HIR {6 qagg ao- & € sruar adiea & € |
T g 2 » 400 N
3m
7L B C

D
ot

4m , 4m | 4m
s

N

1200 N

Determine the force in members GE, GC and BC of the truss shown in
the figure below. Indicate whether the members are in tension or

compression.
T & - — 400 N
3 m
J‘ A B C D
L 4m L 4 m /l/ 4m 7gi2-

1200 N

@ 6 m N Faty ygeifaa frgly arcl yafoa whie a@ #1 waw: 18 kN/m
Td 12 kN/m &1 9 ¥R U6 FeqRNd WK 989 6 8 | T h SR arelt
arft M 25 U Sshie T8 Fe 250 38 36910 8 | 0 % qi=ae & q&d e
Yoo Alerr Hive | e i e 500 mm ? | Hiwia oTaEen
Afrpeg faftr =1 v Hifd |

A reinforced concrete beam having a clear simply supported span of 6 m
is required to support live and superimposed loads of 18 kN/m and
12 kN/m respectively. The materials to be used are M 25 grade concrete
and Fe 250 grade steel. Design the section of the beam, and the main
longitudinal reinforcement. The width of support is 500 mm. Use limit
state design method.

Th 45° H Twd yauran areft Byerer aifge @ Seres gar § | Q) Tesal
Td YaTE U # gy gui o wiet i sgea HIR |

Ifg aifes @ S A @@ wd wig I Tewsal HAN: 05 m W 10 m &, @
YaTE S 3N IS % Q@ T 915 hl $Ise (Froude) AT Fra AR |

A hydraulic jump occurs in a triangular channel having sides sloping at
45°. Derive an equation relating two depths and the flow rate.

If the depths before and after the jump in the channel are 0-5 m and
10 m, find out the flow rate and Froude numbers before and after the
jump.
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Q3. (@ U O &5 F yg & IuEd (3 WY) TN 14% T TEH G Whh WR
17-0 kN/m3 8 | &1 & 34t 1 fafdre vdeg 2:7 8 | U wglia wor § w&@m &
foe ga1 A @ie ? @ s i e A 9 @ ) dqd weha e
2500 m3 8 | Tt &% & @It 9N aTelt g F e w1 fufwr fifvre, afe
79 & ffdel & ogER qq B SEF TH e W 180 kN/m? T
AT 16% T Weld fRar ST ® | WA % gvEq gfta WET UE difed
g T A gg GGt T8 91 § e 9 o St hr wmn @6 ot ffo
$HIT | 9 H1 THH R 9-81 kN/m3 AH ST |
The in situ moisture content of a soil at a borrow area is 14% and its
moist unit weight is 17-0 kN/m3. The specific gravity of the solids of the
soil is 2-7. The soil is to be excavated and transported to a construction
site for use in a compacted fill. The finished compacted volume is
2500 m3. If the specifications call for the soil to be compacted to a dry
unit weight of 18-0 kN/m3 at the moisture content of 16%, determine the
volume of soil to be borrowed from the borrow site. Also determine the
degree of saturation of the soil after compaction and amount of water to
be added to the borrow soil to achieve the desired compaction. Assume
unit weight of water = 9-81 kN/m3. 15

(b) U 16 mm T A W H WY hl WA & A=aq e b e gl yam
TFR Aes h 3fiperat hIfTT | sehe T 230 kN &1 UG AR W & FAS o
350 mm H g W T TN 2 | AT ¢S T Fe 250 TG US
TRt {6 T R | g 1 wes To oft we | i e i w1 oy
HIfT |

Design a full penetration butt weld to connect a 16 mm thick bracket
plate perpendicular to the flange of a column. A factored load of 230 kN
is applied to the bracket at a distance of 350 mm from the flange of the
column. Field welds and steel of grade Fe 250 were used. Also give a
neat sketch of the connection. Use limit state procedure. 15

(¢) U Yeed sk 250 m i gl W 15000 kW WIfth ScUs el & | Ish Y
qUiicHs 9Te, AEWH Sl hl G&T, TAH A H AHR, difcedi 6
* farmd we enfeeat i w@n s hifd | |
Wed : C, = 0-98, K, = 0-46, 1, = 0-88, % - 14 1§ faf¥re =t = 30.
A Pelton wheel develops 15000 kW power under a head of 250 m. Find

rotational speed of wheel, number of jets required, size of each jet,
dimensions of buckets and number of buckets.

Given : C, = 098, K, = 0-46, 1, = 0-88, g = 14 and specific speed = 30. 20
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Q4. (a) TUH @Y T-9H Hl 400 mm H rgf 37 gospiva feufa 7 s foman w2
P 1 AW Id i, afe o § guie 7 i sl % R @ A W e i
g At g wfted fapfa 50 x 1075 @ | g § I e ghieen @1 ot
fRuifa i |
9cd : E = 200 GPa.

™A
-y
e mm
" 5 - 3 mm -
3 i =
| o S
: i
ATE
T!‘A E
LA ,9— |: 12 mm y
y 100mm , 100mm , 50 .50 , 100 mm ,
i /1 A a 1 A
mm = mm
g A-A

A small T-beam is used in an inverted position to span 400 mm. Find the
value of P if due to the application of three forces shown in the figure,
the longitudinal gauge at A registers a compressive strain of 50 x 10-5.

Also determine the maximum bending stresses in the beam.

Given : E = 200 GPa. 15
Strain
gauge A
I: 4 i
R mm o
B & s 3 mm . ~
g
! | 31 i g
fi=s o™
—i
:?E
‘d;\_a
A 5} 2 12 mm y
y 100mm , 100mm , 50 ,50 , 100 mm ,
A1 Gl A 7 A A
mm mm
Section A-A
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) = fm d it v afe Aie § e At @w@ vaiiza @ 1 @@ W
Fferet ufteimn gro eme T s 1 fuior fifse, afe py = 24452 IR (W),
vy = 40 m/s, D; = 0:3 m, Dy = 0:15 m, 6 = 60° W& p = 1000 kg/m3 f&an
g |

A certain fluid is flowing through the pipe bend as shown in the
figure below. Determine the forces exerted by the pipe boundary on the
fluid, if given that p; = 2452 bar (gauge), v; = 40 m/s, D; = 0-3 m,
Dy = 0-15 m, 6 = 60° and p = 1000 kg/m3. 15

(Laid horizontal)
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(€ e o o i 78 fufd F ogEr @ g W f WA F 10 m F wE |
syTiE 8 | aRff 3R % UIg 1 R 2 m x 2 m W& Rff 3R & UIE 1 3HR
1'5mx 15 m 8 Td HHA: 400 kN T 225 kN &1 W 989 L § | I &R
% fufa wa o waftm war oot o ® gl e € | eiftresaw free wst
Fifea R afg wig 1 Fivga Faa dadtes givew wa & duad & 9w S
(@ @ g & vy fvg 6 3t FQ ) | 19 3a R gfe hifvm |
fom § cuid ™ ug gE swww ¥ R i gu fwe o fuifa
HINT | T 1 THE WK 9-81 kN/m3 71 AfT | Te0E F @y g T
qRE&Tu 20 SR e 1-0 &fest o= <A |

400 kN 225 kN
il J

M 2m—p
ZRRSIRRS oz ol 7RRSTRRS
1m
[ 2mx2m |[1'5mx15m)] S .
BILES | 3 1m
o T = o Y= 180 kN/m
2 2
adtes gyt wa
3
C.=04 e,=10 y=17-0kN/m? M

W[ @
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Two footings are placed at a depth of 1:0 m on a sand layer as shown in
the figure below. The footing at the left is of size 2 m x 2 m and that at
the right 1'56 m x 15 m and carry loads of 400 kN and 225 kN,
respectively. The location of water table and other relevant soil
properties are shown in the figure. If the settlement of the footing is
considered only because of the consolidation of compressible clay layer
(ignoring elastic settlement of sand and clay), where do you expect the
maximum settlement ? Justify your answer. Also determine the
maximum consolidation settlement for the footing soil condition shown
in the figure. Assume unit weight of water as 9-81 kN/m3. Assume 20
vertical 1-0 horizontal dispersion of footing pressure over depth. 20

400 kN ‘1—225 kN
F:L“* 2m —p

RN | [ R~ FAENRERN

[ 2mx2m | [1I'5mx15m]

S

Y = 18:0 kN/m3

v WT Sand \V
E3 £

Compressible clay layer

C,=04 e,=10 y=170kN/m3 |3m

Sand and Gravel
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wve B
SECTION B

Q5. (a) =AH AR BUH ot grr 93 & @ A9 i # quiy IgER e qadl W
2% ¥ | aR sare A W =ur srfreran O @ T§9 ST @, @ S # feRa
T ® 29 e fF ¢ W Ief uuidia } | s A T HR 300 N 3R e
B WR 400N 7 |

Blocks A and B are connected through a cord and rest on the inclined
planes as shown in the figure below. What is the tension in the cord, if
the friction at block A reaches the maximum value ? Assume that pulley
at C is frictionless. Block A weighs 300 N and Block B weighs 400 N. 10
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(b) ﬁaﬁmmaﬁwm,ﬁwmwwmi%mmﬁaﬁ

e Fuifa Hifm |
e 4698 % ¥, 3N TG Fe 410 A2 w1 2 |
12
1
ISA 125x95 x 10 mm
35 18.mm Qﬁ?& 50 mm %
=+ [ZZ4Z 3 i
50
1 ok 20 mm ¢ e 100 mm
¥ /% A W
H N
§ 55 o 40 .
— T T
aft fomrd mm &

Determine the effective net area for the angle section shown in the
figure, subjected to tensile force.

Bolts are of grade 46, and the steel is of grade Fe 410. 10
124
fe—>4
ISA 125 x95 x 10 mm
T
35 18 mm ¢ bolts staggered at
)| 50 mm pitch
-+ LA,
50
4 I 20 mm ¢ bolts at
- 4L / 100 mm pitch
< e =
55 T 40
j«— Steel plate

All dimensions in mm
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© UF 8 m aEh uw @ Rreqglt W w/im % whenE fafa wr @ wii@ @ )
ﬁa(a)ﬁasﬁQWWAaﬁthﬁﬁmamﬁa%lﬁa(b)ﬁw%
mmwmmwﬁlmﬁmw,w%ﬁmwﬁw
T 3R ATET S ARG TG | G A Al qoh A I T

FggEn famg @t oft feifa Al | f
/Wm

L A y 5 5 4
r' Y T

ps 6 m #— 2m

30 kN-m
fa7 (b)

An 8 m long beam is loaded with a uniformly distributed load, w/m over
the entire span. The beam is supported at supports A and B as shown in
Figure (a). Bending moment diagram for the beam is shown in
Figure (b). Determine the value of udl, w and draw the shear force
diagram. Also determine the maximum bending moment in the beam
and its point of application. ’

/ w/m

i 6m #— 2m —+A

Figure (a)
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(d) 9o GO 9080 % MYR W TH AFR TSR ¥ w0 1 wlremamf
1 St ] | IfET, W 0-3 m =W 1 Ma, B 4-5°C | TG F o J
257 m/s @ diar 9 R | fedt w1 =@ 152 mm } ) Sy &
wavEs g I fuife Hife | AR wdaw s d fed W
Fr 27 N B, @ onfeyew & w0 w1 e AR | 45°C W
Y& : pamg st = 1000 kg/m3, vggg v = 157 x 10-6 m%/s 3R A=E AOHH
Td G W pary = 1-227 kg/m3, vapg = 146 x 10-5 m%s.

The drag of a sonar transducer is to be predicted, based on wind tunnel
test. The prototype, a 0-3 m diameter sphere, is to be towed at 2:57 m/s
in sea water at 4:5°C. The model is 152 mm in diameter. Determine the
required test speed in air. If the drag of the model at these test
conditions is 2:7 N, estimate the drag of the prototype. Given that at
4:5°C, Pgea water = 1000 kg/m3, vgeq water = 1'57 X 10-6 m2/s and at STP,
Pair = 1:227 kg/m3, vy, = 1-46 x 10-5 m2/s. 10

(e) TUH WA W, M9 f # gulv oER, & H-afraa ®e = 59 = R |
i@ Hifr
(i) e % YMd 3 a1 W rvd yfawe |
(i) G o R R rfrehad e |
(i) A W gurfaa ey M-It H1e I 78T |
(iv) Tifw = $a wfFr wong, afk 8 m Te0d 9% ggr H ger§ i I & 3R

FeateR g1 Nfaunss il gro smefea @ |
7¢ [ RSN
y = 18-0 kN/m3
4m ¢ = 25 kN/m?
o = 10°
e
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An unsupported cut is made at a site as shown in the figure below.
Determine :

(i) Lateral stress at the top and bottom of the cut.
(ii) The maximum depth of potential tension crack.
(iii) The maximum depth of unsupported cut possible at the site.

(iv) If the soil is excavated upto 8 m depth and supported by a vertical

earth retaining wall, total active thrust on the wall. 10
= 7 RRRRTRRS
y = 180 kN/m3
4m ¢ = 25 kN/m?
¢ =10°
4

3 PSRRI

Q6. (a) HWA WA h AR (3), ATV A (1p) T YT % ¥ oM (¢,)
o WFies wen & @ § 9w g Hifvg AR i @i wa B oan

uRafesmt fRegar vea § -
I

Find expression for boundary layer thickness (8), shear stress (7y) and
average coefficient of drag (¢, ) in terms of Reynolds number, if velocity
profile of laminar boundary layer is given as : 15
u_y
U s
() foreumem fafy 1 3w #@ g, H= e e faa § gte w5 fawewn Aife, afe
AT ggaT R e # a2 |

40 kN/m
ﬁl:,ﬁ,-.ﬁmmp = E
B
T &

«—— G m —> 45 m 3|
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Using displacement method, analyse the frame given in the figure
below, if flexural rigidity is constant throughout. 15

40 kN/m
-

«—— G m —24'5 m -

Ly D

B3ty BLLLY

() ThFR* B & S92 H Fety fFmE 40 m x 9-0 m ¥ 3K Ba9 230 mm
MA fomg it fart = ggafem @ | w9 YR # 6 kN/m2 %1 99 R @
R0 ™ % HRO 1-5 kN/m2 H1 3= WR i ? | Fafa &
Fe 415 U8 % 3U1d T4 M 25 US & whshie 1 391 5631 721 2 | %9 & Saue
i fiepeg e @ fags & foiw sudh St e | Hia sraeer

freresn fafty 1 s@m hifv |
= fdea & e war=ar urh
\ 2\
SR
\\ \\ \\‘\
TN D N N
— fs = 190
E Wi, T8 \\\—--&24()
0-8 [— fq = 290
A : £, Qa1 AR H TG i
0-4 ;
N/mlp2 | %
0
04 0-8 1-2 16 2:0 2-4 2:8 30
gfaera = Sfdee
JATATIF FEATd T JTIYI-IR=DE bt
f,= 0581,
e AT T IAIE-I=dg ATFA

URC-U-CVLE 15




The floor slab of a room has clear dimensions of 4:0 m x 9-0 m and the
slab is simply supported on 230 mm thick masonry walls. The floor
loading consists of a live load of 6 kN/m2 and dead load due to finishing
work is 1-5 kN/m2. Steel of grade Fe 415 and concrete of grade M 25 is
used for construction. Design the floor slab and check it for deflection.
Use limit state design method. 20

Modification Factor for Tension Reinforcement

S AAWANAN
5 N

VA UNN
- \\ \\\i
Q
L s M e TN f’ =120
e K =
= N \ R %-—-__H"“'“-—-_
< s
g o8 ~ [ =2
"g _--""""'—-.. fS = 290
p=

0-4 Note : f_ is Steel Stress of Service

Loads in N/mm?
0
0-4 0-8 1-2 1-6 2:0 2:4 28 30
Percentage Tension Reinforcement

£, = 058 fy Area of cross-section of steel required

Area of cross-section of steel provided

Q7. (a) T Doy whew § wh GEeEM ¥ Wied W 3= @ faee @
=1 gen gfied AWM 0y W o3 T § | B (Mohr's) 1 SHISY T8 oy A1
o3 % TEl ¥ ¢ B b Fead HIRMT | 09, 03 T ¢ & TG H HT d61 W
STTEqYT i, T TE HH Yfdeel, o % suorehl @ ot sgeas it |
A cohesionless soil specimen in a triaxial test is subjected to a major and
minor principal stress o; and og respectively. Draw Mohr’s circle and
derive an expression for ¢ in terms of o; and o3. Also derive the
expressions for shear stress, T and normal stress, o on the failure plane
in terms of 61, 03 and ¢. 10
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(b) TH 0-3m x 0-3 m % FHR IIE I 18-0 kN/m3 Toheh WX TTelt T GEITE
3 H GIE W TG 1 R U @ W O 9N GhEw @ R | 3 % e ¢ w0 am
w1 B, A TIG 47-5 kN & 9R W 91 Bt § 2 A9 & 1 anoft v s R
TRt B
I 15 m x 1-5 m AR A TH g 3N T § 1-0 m h YR 6 T W
Tl 8, A 2-5 % G O h WY UIE hI SRT &EAr F@ vt 2 aft
wEA § W e T AT TR T AT UF 56 INTE ) St R

¢° N, Ng Ny
18 13-10 5-26 2-00
20 14-83 6-40 2-87
22 16-88 7-82 4-07
24 19-32 9-60 572
26 22-25 11-85 8-00
28 25-80 14-72 11-19

30 30-14 18-40 15-67
32 35:49 23-18 22-02
34 42-16 29-44 31-15
36 50-59 37-75 44-43
38 61-35 48-93 64-08
40 7532 64-20 93-69

A square footing 03 mx0:3m is placed on the surface of dense
cohesionless sand with unit weight 18-0 kN/m3 and subjected to a load
test. If the footing fails at a load of 47-5 kN, what is the value of ¢ for the
sand ? The table given below may be used.

If a footing of size 1:5 m x 1-5 m is proposed on the same soil with a
depth of foundation 1-0 m, what will be the allowable capacity of the
footing with a factor of safety of 2-5 ? In all cases water table was at a
great depth and its effect is to be ignored. 15
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Q8.

()

(a)

¢° N, Ng Ny
18 13-10 5-26 2-00
20 14-83 6-40 2-87
22 16-88 7-82 4-07
24 19-32 9-60 572
26 22-25 11-85 8-00
28 25-80 14-72 11-19

30 30-14 18-40 15-67
32 35-49 23-18 22-:02
34 42-16 29-44 31-15
36 50-59 3775 44-43
38 61-35 48-93 64-08
40 75:32 64-20 93:69

T 22 m faegfa 1 Aftes wie TR I ¢ g A ureda: Wi R @
I YR HI BIgH 100 kN/m H1 THEAH foaRa WK 989 +@r & | TR
Heqad] FITET Rl Wed R | Fe 410 U5 399 &1 W& fwm mn R |
FATEIO=Re wd Afcss Sigl At firresn Hfv | Tfefcia aiesg =i
Toes g ase | diia sraeen ifhesr faft &y Hifde | we TR w5
SRS § SR T R

A welded plate girder 22 m in span is laterally restrained throughout,
and carries a uniformly distributed load of 100 kN/m excluding the self
weight. The girder is without intermediate transverse stiffeners. The
steel used is of grade Fe 410. Design the cross-section and the welded
connections. Draw a neat sketch of the designed section. Use limit state

design method. The plate girder is fabricated in the workshop.

3 gl ) saren Fife S9 gg1 H sToeqw qmed w1 FuRn F3@ %
AT Bt JTuEqur gl 39w 8 | Wi, a9 SR EuE i 7 b HTE
1 oo 1 g 9 So-oul IR FAF AW b G T Yl b IATEI0
amed % foiu v e o i |

TF SN B % ad # b Gl g1 § Th JATEd Bersh ATEOT qhigor o
T | gl % AUEqUl % fY 150 N-m S@-1mg0 i stawasmar off | M w
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Explain the conditions when vane shear test is suitable for determining
the shear strength of the soil. Derive an expression for shear strength of
soil in terms of applied torque and vane dimensions considering
shearing at top, bottom and surrounding soil.

An in situ vane shear test was conducted in a clay soil at the bottom of a
borehole. A torque of 150 N-m was required to shear the soil. What was
the undrained shear strength of clay neglecting shearing resistance at
the top ? The vane was 100 mm in diameter and 150 mm long. 15

(b) 18 UTHH AT IIell Th df TH-GW & 150 mm I gt W & & &fewr fén
TR =i o ffs Jarfed & | FaTg 1 iRread 3 1-5 m/s & | 9 i
(1) <« Jaurar
() [ AT FIHIR =i W soEw SiEa
(ifi) 991 % T Yarg & forw wfe e <terd fem
An oil of viscosity 18 poise flows between two horizontal fixed parallel

plates which are kept at a distance 150 mm apart. The maximum
velocity of flow is 1-5 m/s. Find : 15

(i) Pressure gradient
(ii) Shear stress at two horizontal parallel plates
(iii) Discharge per unit width for laminar flow of oil
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Analyse the propped cantilever as shown in the figure below and
determine the collapse load. 20
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