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URC-B-ELTE

ELECTRICAL ENGINEERING (PAPER—II)
{Time Allowed : Three Hours I | Maximum Marks : 250]

QUESTION PAPER SPECIFIC INSTRUCTIONS
(Please read each of the following instructions carefully before attempting questions)

There are EIGHT questions divided in two Sections and printed both in HINDI and
in ENGLISH.

Candidate has to attempt FIVE questions in all.

Question Nos. 1 and 5 are compulsory and out of the remaining, THREE are to be attempted
choosing at least ONE question from each Section.

The number of marks carried by a question/part is indicated against it.

Answers must be written in the medium authorized in the Admission Certificate which
must be stated clearly on the cover of this Question-cum-Answer (QCA) Booklet in the
space provided. No marks will be given for answers written in a medium other than the
authorized one.

Assume suitable data, if considered necessary, and indicate the same clearly.
Unless otherwise mentioned, symbols and notations carry their usual standard meanings.

Attempts of questions shall be counted in sequential order. Unless struck off, attempt of a
question shall be counted even if attempted partly. Any page or portion of the page left blank
in the Question-cum-Answer Booklet must be clearly struck off.
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W@us—A / SECTION—A

1. (a) T HAMH® G H1 GAl I AR Fo G(s)H(s):({%%léﬂ%gﬁﬁ@ﬂ%ﬁ%@a
(3%-77) forg W af K % W %1 faufor i)

The open-loop transfer function of a feedback system is given by

_ K(s+3)
G(9)H(s) = P TR

locus of the system. 10
(b) 8085 Geu-HHIRA (AIHHINRAR) % Freferfaa Frmo et 6 dfiw =amem Hifve -
() HLT
(i) EI
(iii) DI
(iv) RIM

Determine the gain K at the break-in point of the root

Explain briefly the following control instructions of 8085 microprocessor :

(i HLT

(i) EI

(i) DI

(iv) RIM 10

(c) ﬁ?fﬁmrﬁa’l(Q?ﬁaﬁ)ﬁm%(af)wmmaﬁr@m%?mm%%q
TRed Tl 9 el % w9 & sfeafe fifee) o Rl ward, R wrd e 2 3, 9
9 % 3 % wy gt mn R, fEd 100 MN/m? 1 whea (89) o w2 e
F1 ARl oh 200 GN/m? R @ ¢ wRee % R0 Rgf e ¥ wfdy # whew
9itad 1 8P ?

Why are strain gauges made with high value of gauge factor (Gf) ? Write the
expression for gauge factor in terms of change in resistance and strain. If a
strain gauge with a gauge factor of 2 is bonded on a steel structure which is
subjected to a stress of 100 MN/m2 and the modulus of elasticity of steel is
200 GN/m?, then what is the percentage change in the value of the strain
gauge resistance due to this applied stress? 10

(d) T H TH 9, R 3o wiiem@ 0-50 pou. ¥, 10 pou. S R F TR o 98 @
IS 330 B WA A =y () deed 120 pou. @ W 2 ek s w9 4 Sleed
1-0 p.u. ®1 3@ 9 § fRR s $ wifte dim faferg)

Find the steady-state power limit of a system consisting of a generator with
equivalent reactance 0-50 p.u. connected to an infinite bus through a series
reactance of 1-0 p.u. The terminal voltage of the generator is held at 1:20 p.u.
and the voltage of the infinite bus is 1-0 p.u. 10
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(e) GF(@) W % sk @ve w2 (F2) Cp (4, 2) 1 INWESH AR (G) R R 2 -
1021
G=[1 2 0 2]
() T Fe S o wh 7@ g2 v A Puita St
(i) ¥ %2 A forah Tafoml gqurt s wedt ¥ 7

For a linear block code Cy (4, 2) over GF(3), the generator matrix (G) is given by
1021
G=
[1 20 2]
A () Determine all right code words for this code.

(i) How many errors can this code correct? 10

2. (@) TF TR FHAW T R = i smEia (ws) dem W vee W ¥, S| 5 A
ot 3 Twfen 7 1 < ¥ gen T st B Gy = i 2) o & W xw

(s+1)(s+4)(s+a)

M 1-0471 ¥F8 R1 K 3R a ¥ 71 #1 Fuko $ifRdm

4
G99 (¥FS)

0 2

The unit step response of a unity feedback system exhibits sustained
oscillations as shown in the figure below. The open-loop transfer function of

, e K
the system is G(s) = i)+ At

Determine the values of K and a.

The time x in the figure is 1:0471 second.

Time (second) 20
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() T 3-%, 3-md§%am@w%mﬁ—mﬁ&mwﬁﬁwmwm
1Y iR g A T W 1 wif o

cos¢ = !

2
o
R +P
Q1 %, Wl B 3iR P, F: e 1 @@ alenrdt 2 g g g wikwdl #1

Draw the circuit arrangement for power measurement in a 3-phase, 3-wire
balanced supply and load using two-wattmeter method, and show that the
power factor of the load is given by

1

2
1+3i__P%
B +P

where P, and P, are powers indicated by Wattmeter 1 and Wattmeter 2,
respectively. 20

(© () 8085 gEm-wwitm (WeHRw) i fafm it % 7@ %1 sgw fifw T A BA-H
i 16-foe wand it 87
(i) 8085 gE-THIRH (WEANRER) R s T (AgRm) Rmed (Aigw) B IGH [T
gt =aremn fivm)

() Name various registers in 8085 microprocessor. Which of these registers
are of 16-bit length?

cosd =

(i) Explain indirect addressing modes in 8085 microprocessor with suitable
example. 10

3. (@) T FH-FRRYE (ARR) F IRRu-aEH= e Tw

-4
Rp =Rge \T To

T R T R, et R, F-9RRGE 1 wed qH, T, R YRRy @ ot Ry Wifva awm, T
W wRAY 2| 9 B F AH 4000 K ¥ 3K FW-yRAus H -100 °C WA R Ffdy
200 kQ %, @ 400 °C 9N W WA F1 7F Frfag) I W F 7F W ga o
e | 7R @R TRAY AR TGTF (3o o Ho) T WHF WIH F W F Frg 3wm
R WY, A SR Gehla A aeHEl W AR Ao Lo F WRAG F1 SIIE F1 €M?

The resistance-temperature characteristic of a thermistor is given by
()
RT =Roe ) TO

where Ry, is the resistance of the thermistor at reference temperature, To and
Ry is the resistance at the measured temperature, T. If the value of B is 4000 K
and the resistance of the thermistor is 200 kQ at —100 °C, find the value of
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temperatures? 20

(b) #ﬁﬁ@mmﬁaﬁ@wﬁmaﬁa@wmrﬁaﬁ,ﬁwﬁmﬁmm
25 MVA, 11 kV ? oo s (Fgf=wz) wfesma 159% 2, qhonfis (TEHRY) o) ws

R W 10% &1 59 MR ¥ ar=qeeii (fhet) T o wnfa 3-%9 2y (Pie2) & wirar 2, @
AR 0-8 S| WRE R 3Rk 10-6 kV 4 i dieea w15 MW ¥Rt @ @ ) wifs,

vﬁaaﬂzaﬂﬁmaﬁmmmmﬁml
wif T' 2w
25 MVA 25 MVA
11/66 kv 66/11 kv

Tl T’.’
Generator Motor
25 MVA 25 MVA
11/66 kv 66/11 kv 20

© 8085qm-m(mm)%ﬁaqqmmﬁrm,shﬁnﬁr&gama&=
(1) d@rsonmdsﬂsﬁw(aﬁs)aﬂw@mmmﬁsﬁcﬁw
(2) 30H # ¥ 39H %) gy
(3) W 1 W IW WeRfa we

(i) % 1 R wefid frfa w1 7@ 3 iR
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e

i)

(i)

(i)

()

(@

(b) ()
(ii)
(iii)
(iv)
)
(vi
(M

(i

(iii)

(iv)

For 8085 microprocessor, write a program to do the following :
(1) Load the number 30H in register B and 39H in register C
(2) Subtract 39H from 30H

(3) Display the answer at Port 1

Find the output displayed at Port 1.

aa@ﬁﬂéw%?sa%maﬁm—mmﬁmam%?sﬁmﬁ-m%ﬁﬁm
)

us 100 MVA, 220 KV gua % afonfE (mﬁﬁt)ﬁgwamﬁ@qﬂw
mmw(m)m%mmﬁaaﬁwm,ﬁ-wmiﬁ 5% ®| S
e T A9 SR " 539 aF W fredfa A T A, 7@ fredes R W

¥ JIR-9R Juferd Wmmﬁmﬁﬁqlm(@)mzsooww
Ywed 30 H R

What is Buchholz relay? Which equipment is protected by it? Discuss its
working principle.

A circuit breaker interrupts the magnetizing current of a 100 MVA
transformer at 220 kV. The magnetizing current of the transformer is 5%
of the full-load current. Determine the maximum voltage which may
appear across the gap of the breaker when the magnetizing current is
interrupted at 53% of its peak value. The stray capacitance is 2500 uF
and the inductance is 30 H.

w i Hige A e 38 i Arefigy e =re HIRTT)

& ¢ Arefigy sy ol T Mn@mvﬁwﬁmﬁsammﬁwﬁaﬁﬁm

& 7 wifth s&ra areht TR mmmﬁmﬁmmmmn
ASK@IQAMﬁgEﬂMﬁﬁmﬂEWEﬁWWI

M-ary SIS Ghaa Ao | M%a%m%mézﬁ@ammﬁwﬁml
WWW%mmwmam%m@ﬁﬁmmﬁml

Explain the power efficiency and bandwidth efficiency of a digital
modulation scheme.

Comment on the power efficiency for a given bandwidth efficiency for a
good modulation scheme.

Comment on the bandwidth efficiency for a given power efficiency for a
good modulation scheme.

Compare the bandwidth efficiency of ASK and QAM modulation
techniques.
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(v) Comment on the bandwidth efficiency of M-ary orthogonal signalling
scheme for large M.

(vi) Write the fundamental tradeoff equation between power and bandwidth
efficiency under which reliable communication is possible. 20

(c) Th g sitm, e gfeemd 120 pou. 2, ahonfisl (graeidtl) ik w o=, R
FA TG 060 p.u. B, F T T 3= 99 91 (| V| = 10 p.u.) A Jo1 ¥ 9Fa A 3=
R dicedl 1-20 p.u. ¥ IR W Sied fRAF H=4 MW s/MVA 2| TR 3R aef
HaH=A o oW e 7 (Reem) 6t amgfi 50 Hz ®1 R sife s sifteram wifte
U % 80% WR R FRIW &, @ WIehfaich Srert 1 gy i mmn it

A synchronous generator of reactance 120 p.u. is connected to an infinite bus
bar (| V| =10 p.u.) through transformers and a line of total reactance of
0-60 p.u. The generator no-load voltage is 1-20 p.u. and its inertia constant is
H=4 MW s/MVA. The resistance and machine damping may be assumed
negligible. The system frequency is 50 Hz. Calculate the frequency of natural
oscillations if the generator is loaded to 80% of its maximum power limit. 10

@Uus—B / SECTION—B

5. (@) = Waw a3 i 1 ARI= IFHEA cft) = e'u(t) + e Fu(t) B 59 T8 T W FRw e Sty
A, a3 % Frim 1 9 et 3 « wry # fasa am ifsg

The unit impulse response of a linear system is given by c{f) = e'u(t) + e ' u(t).
When the same system is subjected to an input of e_atu(t), determine the
output of the system. Assume that the system is initially relaxed. 10

(b) TH AR JG A N AB & UF FEIES G H T oI ¥ Y1 BC F 140 Q F1 KPR
TR R, ® 3R 31 CD & & ke ufly R, =208 Q F Wy WHHRR 0 & durie
C, =0-5 pF (3W-1ed) IS 21 1 DA § gE-ga §afa C; =150x107° pF ®1 3l
¥ F BRI A 3R CF fi® 50 Hz a.c. F dicedl d1d Jol &, O A 1 T @5 qR9Y
@ TR 3R AY F wgeW H 7w h gt AR, @ TR F g=E ¢, rp 0 W F
(5) = o At

An insulating material specimen is connected to arm AB of a Schering bridge.
The arm BC has a non-inductive resistance R, of 140 Q and arm CD has a
non-inductive resistance R, of 208 Q in parallel with a capacitor C4 of 0-5 uF
(loss-free). The arm DA has a loss-free capacitor C3 of 150x107°% uF. If the

bridge is supplied with 50 Hz a.c. voltage connected between terminals A and
C, then draw a neat circuit diagram of the bridge and derive the balance
condition of the bridge, and calculate the parameters C;, r; of the specimen and
its loss angle (). 10
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() e fF gur ¥4 @ qEulHha (T1328) 4Egd 919 T FAEfda & Sl (2fiet) woha
A A TR a9 ¥ Riw A oW, @i da-e afverg ooy A g ¥ afs S
TeIrEfds % 3T WREE X, X, 9 X, T R € 6 X; = X, >> X,.

Show that the fault current for a single line to ground fault at the terminals of
an alternator with solidly grounded neutral is more than that for symmetrical
three-phase short circuit. The alternator has sequence reactances X;, X, and
Xo such that X; =X, > X,. 10

(d) Tk 220 kV @ & qfqy Do A sEffy o w1 wlea v wifar w8 @ @
0.025 uF ®| TF 600 Q % ey qiwy fardes % Al (Foae¥) F AR-IR I3 B
ﬁﬂﬁi@ﬂ%mmiﬁﬁq

(i) Wil de gh
(i) STEmf<a e hit ImER
(iii) wfera 1 shifaek 7H, Y &R (DfSRR) SeF & am

(iv) SRR 1 98 aF e fo samfRa e 6t safy, Tefes dAem w6l -
Bt

In a 220 kV system, the reactance and capacitance up to the location of circuit
breaker is 8 Q and 0-025 uF, respectively. A resistance of 600 Q is connected
across the contacts of the circuit breaker. Determine the following :

(i) Natural frequency of oscillation
(i) Frequency of damped oscillation
(iij) Critical value of resistance which will give no transient oscillation

(iv) The value of resistance which will give frequency of damped oscillation,
one-fourth of the natural frequency of oscillation 10

() () GF(g & T () Cn, k), Naaw s M2, ¥ fou ¥fim a~e am faRag, st ¢ 3w
I GEl W T |

(i) GF() % ¥ F1=37s T H1 YA Fh AR F2 T ATAT RN
(i) S FNT 6 n-gTRER B2 (n F fam o $ o) amed 52 2 @1 &)

(i) Write down Hamming bound condition for code C(n, k) of size M in GF(g),
which can correct t errors.

(i) Explain perfect code using Hamming bound condition in GF(2).

(i) Check whether n-repetition code (for odd value of n) is perfect code or not. 10
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6. (a) ﬁﬁaﬁmhmwﬁm-aﬁﬁ%da@wﬁmﬁﬁﬁamm%lﬁawm-m
(@-W)Wmmlaaﬁﬁﬁﬂwqﬁﬁﬁmmsﬂqﬁmﬁﬁm u 91 & fEam
awn y i R

-

S—
s+

u—>

1
—> S-1 —>Y

—

Two first-order systems are connected in cascade as shown in the figure below.
Obtain the state-space representation of the system. Also check the

controllability and observability of the system. u is the input to the system and
y is the output.

s-1 1
g Y B Y

20
(b) () v g FEqu F Ty T E7
(@) wE= o fafe # 3wEm @ W TS 250 km, 3-%, 50 Hz G901 @4, ST
Hgfem WR A 132 kV 991 0-8 Gyl WRe TUE W 25 MVA g = @ 2, &
v e H Aeedr AR e P w1 A= 7@ ARG @@ o 3 DR A 7AH
0 W R} T = IRRY 0-11 Q/km 3R ToH IR W 16 cm 21 &R
(SiF=g) =1 v |1 i)
() What are the advantages of per unit representation?
(i) Using the nominal © method, find the sending-end voltage and voltage
regulation of a 250 km, 3-phase, 50 Hz transmission line delivering
25 MVA at 0-8 lagging power factor to a balanced load at 132 kV. The line
conductors are spaced equilaterally 3 m apart. The conductor resistance
is 0-11 Q/km and its effective diameter is 1:6 cm. Neglect leakance. 20
(c) (i) 8085 G&A-HENA (WTEHINAW) & T T & Fr=ferias ¥y & -
Opcode Operand
MVI B, 91H
MVI C, ABH
MOV A B
ORA C
ouT Port 1
HLT

Wl AT I ARG FQ FC Port 1 %1 Frf Ruifa Hifv)
(i) R e T 8085 gH-waiE (WEHWRW) F T T

Label Opcode Operand
Loop : MVI B, 64H
NOP
DCR B
JNZ Loop
F T are % 9@ il GEdn 7@ Hifkv)
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() For an 8085 microprocessor program, the instructions are as follows :

Opcode Operand
MVI B, 91H
MVI C, A8H
MOV A, B
ORA C
outT Port 1
HLT

Determine the output at Port 1, with the explanation of each statement.

(i) For an 8085 microprocessor program given below

Label Opcode Operand
Loop : MV1 B, 64H
NOP
DCR B
JNZ Loop

find the number of times the loop will be executed.

7. (@) TF U ARG A gEEA A & AR ARgee Refma gl (Te fe o Ao) F
w1d-Rigia 3l sa% a6 sren fifve) s Frse f TR SR B agRE
Tha 1 emafi A Tga o 0 @ S ¥7 o Ho Ho Ao F A N T @l H oA
fafaw)
With the help of a neat diagram, explain the working principle and
characteristics of a linear variable differential transformer (LVDT). Why is the
frequency of excitation in primary winding kept very high as compared to
frequency of the signal detected? Write three advantages and disadvantages of
LVDT also.

(b) () VR AR (SlE Teh) Rvemw & = Sl s el 87 IR Yare Siegad 6 STewedl
1 =rE I
(i) R YaTE Redo S| TATEAT A, Yy, 5 TN F FE hl =R i)
(iii) T R 9 § A s waA § iR wfe w1 Fee ¥ A I FA W B =150 MW
T P, =275 MW R B T0T% &—
By; =0-10x1072 Mw™!
By, =-0-10x1073 MW™!
By, =0:13x1072 Mw™!

T F TA R 1 MW de0 W € 200 TR 921 hi sifakes arm smeh) @i 1 % forg
v T H AA P ot w9 1 % felm F 1 MW Ter % T ufa g i
SIUGRICEEAIELY

() What informations are obtained from load flow analysis? Explain the
necessity of load flow studies.

(i) Explain the advantages of using bus admittance matrix, Yy, in load flow
analysis.

URC-B-ELTE/43 10
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(i) A power system has two generating plants and the power is being dispatched
economically with A =150 MW and P, =275 MW. The loss coefficients are

By, =0-10x1072 Mw™!
By, =-0-10x1073 Mw!
By, =0-13x1072 Mw™!
To raise the total load on the system by 1 MW will cost an additional & 200

per hour. Find the penalty factor for Plant 1 and the additional cost per
hour to increase the output of Plant 1 by 1 MW. 20

(c) = F # it sgER ferm woma (3 Yeah) 3§ & SR e v, () TgE B 2
vi(t) B W TER wRERE fe s @ s feln m suehe R sEen deem
Vo (f) = 2sin(wt +45°) Aee W A1 IR w =1 rad/sec B, A Faw ez v, (1) F 9= @
Hifse

4Q

™ Ea |

yi(t) Uo(t)
P Lo ]

A sinusoidal voltage v;(f) is applied to the lag network shown in the figure
below. v;(f) is adjusted to produce a sinusoidal steady-state output voltage
Vo (t) =2sin(wt +45°) volts. If ® =1 rad/sec, determine the input voltage v; (1).

WA
T 2Q T
vi(t) Up(t)
l T sr l 10

8. (@) TH TR FHIW T F GOl W FR B Gis)H(s) = e T°G,(9) B, Tl G, (s) T =AH
TR (%) 9 ¥ ) T G I A0 o HI ahiene a1 air e R fam § Ren mn g,
W ®=2-8 rad/sec R O dB A A IR Fl ¥ IR 97 1 F AR -12.17° R, A
AT o T 1 9 Fuifa fifvm)

dB
N

40 dB
—-40dB/D

110 rad/sec
_60dB/D
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The open-loop transfer function of a unity feedback system is given by
G(s)H(s) = e TS G, (s), where G (s) is a minimum phase system. The approximate
Bode magnitude plot of the open-loop transfer function, which is shown in the

figure below, crosses the O dB line at o =2- 8 rad/sec. If the phase margin of
the system is —12-17°, determine the transportation lag T.

dB
A

-20dB/D

40 dBf---——=
-40dB/D

0-05 2 i10 rad/sec
-60dB/D

20

() () GFR) W wEn (RfiRa) sg® p(x) = x3 +x+1 wifY) e T @0 sgw= = 3@m
w$ GF(8) Fieg FRT|
(i) TN gEa o % oY Sreqan dgus g HR)
(i) n =15 =T & BCH %2 (F18) Fifierg, St #7-3-57 TF A9 # ¥ F €% |
(i) Consider the primitive polynomial p(x) = x3 + x +1 over GF(2). Construct
GF(8) field using the given primitive polynomial.
(i) Find the minimal polynomial for the primitive element o.

(i) Find the BCH code of length n =15, which can correct at least one error. 20

(¢ Fem 1 Aofeor w0 Aen 37 Aofeo H fafim faftet =0 At 27 o @ (fAfea=a)

FME?

What is grading of cables? What are the different methods of grading? What are

its limitations? 10
* %k
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